
Aura Professional 
Home Office Solution

Dramatically enhances the audio 
and video experience for any 
cloud-based video collaboration 
application for your professional 
home office

Passive 4-inch wall mount speakers that provide 
high quality and high fidelity audio reproduction 
for a realistic conferencing experience.

Passive Wall 
Speakers

With Aura, 
Professionals can 
now Re-imagine 

their Workspaces 
at Home



Highlights 
 Passive, 2-way wall-mount, coaxial 4-inch speaker.

 20 Watts rated power, 40 Watts max power.

 Option for 70/100 Volt, power tabs at 1/2,                                       
1/4 power or 8 ohm.

 Adjustable wall-mount speaker with included 
wall-mount bracket. 

 Use with PC or laptop and web conferencing 
applications such as ClearOne’s COLLABORATE® 
Space, Microsoft® Teams, Zoom™, WebEx™,                             
Google® Meet™, and others.

 FREE COLLABORATE® Space lifetime subscription — 
ClearOne’s high quality, award winning cloud-based 
video collaboration application.

 Add to your Versa Pro, Xceed™ BMA, and Versa Pro CT
   solutions for robust audio.

Aura Professional Home Office Application
Complete your Passive Wall Speakers setup by adding to 
other ClearOne Aura products 

* Small enough to easily mount behind the room display
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Passive Wall Speakers



 AUR-151-010-W, Aura Wall Speaker Pair, White 
 AUR-151-010-B, Aura Wall Speaker Pair, Black

INCLUDES
 Free COLLABORATE® Space lifetime subscription

AUDIO
 Speaker Type: 2-way, wall-mount speaker
 Frequency Range: 88 Hz to 20 kHz 
 Power Handling: 20 Watts RMS, 40 Watts peak
 Nominal Sensitivity: 90 dB +/- 3 dB
 Nominal Impedance: 8 Ohms
 Transformer Taps: 70 V / 100 Volt, power tabs                                      
at 1/2, 1/4 power
 Woofer: 5” (127 mm) poly-propylene cone with 
adjustable wall mount bracket
 Strong ABS material body

INPUT/OUTPUT INTERFACE
 Termination: Two (2) input termination screws                 
(Red = positive post, silver = negative post)

MECHANICAL
 Dimensions (W x D x H): 5.03 x 5.03 x 5.15”                             
(128 x 128 x 131 mm)
 Weight (each): 3.3 lb (1.5 kg)
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Sales & Inquiries
Headquarters 
5225 Wiley Post Way
Suite 500
Salt Lake City, UT 84116

Headquarters 
US: +1.801.975.7200   
International: +1.801.975.7200 

Aura Sales
US: +1.888.HEY.AURA     
International: +1.801.975.7200   
aurasales@clearone.com 

Aura Tech Support 
US: +1.888.HEY.AURA  
International: +1.801.975.7200 
auratechsupport@clearone.com


