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Complete intuitive control
Modern user interface makes controlling 
conferencing functions as intuitive and 
simple as familiar mobile and tablet 
devices. 

Integrated base with attachment point 
makes it easy to secure on a conference 
room table.

A highly intuitive 10-inch, touch screen device designed for ClearOne’s 
COLLABORATE® Live video conferencing system and CONVERGE 
Pro 2 audio conferencing system – a perfect addition to any meeting 
room. 

Conference Controller

APPLICATIONS:

• Audio conferencing
• Video conferencing
• Cloud-based conferencing
• Wireless Presentation

WORKSPACES:

• Boardrooms
• Conference rooms
• Lecture Halls
• Courtrooms
• Auditoriums

COLLABORATION PERIPHERALS

AUDIO & VIDEO 
CONFERENCING

> Modern user interface makes controlling 
conferencing functions as intuitive and 
simple as familiar mobile and tablet devices. 

> Conveniently connect through wired 
Ethernet or Wi-Fi

> Power with the included power cord or 
through standard Power Over Ethernet (PoE) 
for clutter-free cabling.

> Easy contact management with search 
function.

> 10.1 inch display with 1280x800 capacitive 
touch-screen resolution.

>  The slim and modern industrial design 
blends well with modern conference room 
aesthetics. 

>  Integrated base with attachment point 
makes it easy to secure on a conference 
room table.

At your fingertips



Other product names and logos may be registered trademarks of their respective owners who do not neces-
sarily endorse ClearOne or ClearOne’s products. All rights reserved. Information in this document subject to 
change without notice. DST-0042-001 Rev 1.7 20200812 ©2020 ClearOne.

SALES AND INQUIRIES

Headquaters

5225 Wiley Post Way

Suite 500

Salt Lake City, UT 84116

US & Canada

Tel: +1.801.975.7200

International
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TechSupport
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Sales
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Conference Controller 

SCREEN
• 10.1” (25.7 cm)
• 1280 x 800 resolution
• 10-point capacitive touch

CONTRAST RATIO
• 800:1

BRIGHTNESS
• 350 cd/m2

LUMINANCE
• 250cd/m2

ASPECT RATIO
• 16:10

RESPONSE TIME
• 5 ms

CONNECTIONS
• RJ45, 100M/1000M (with PoE function)
• USB Slave
• USB host x2
• HDMI Output
• DC Power input
• 3.5 mm earphone with microphone
• USB Type serial port

WIRELESS CONNECTIONS
• Built-in Wi-Fi 802.11b/g/n

INPUT POWER
• 12V/1.5A

POWER INPUT   
• Included Power Adapter or PoE

DIMENSIONS 
• 7.31”  x 10.06” x 4.19” (185.76mm x 256mm x 106mm)

WEIGHT
• 2.4 lbs (0.83 kg)

PART NUMBER
• 910-3200-500
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